E-Cleaner Manual
The system consists of a Cleaning Powder Unit (CPU) and packets of powder. 
Remove the cap from the CPU unit and pour one packet of powder in the unit then put the cap on and tighten it.
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1) Shut off the machine then remove the filter cover and twist off the white plastic ring at the base of the filter turning it counter-clockwise (left) to loosen it, then lift the filter off to remove it and set it aside. 

2) Place the CPU where the filter was, and then replace and tighten the white plastic ring.
3) Turn on the water and allow the water to flow normally through the hoses for about 10 sec. or until you see about 3 drops come out of the white hose then turn off the faucet.
4) Place the end of flexible hose and the end of the grey secondary hose in a cup allowing the cup to retain the residual water, and leave them in the cup for 3 to 5 hours (or we suggest overnight).

5) With CPU still in place remove the hose ends from the cup after 3 to 5 hours (or the suggested overnight), turn on the faucet and allow the BEAUTY/SANSEI water to flow through the machine for about a minute then turn off water.  
6) Now replace the original filter and the white plastic ring that you removed in step 1, then turn on the CLEAN water and allow it to flow through the machine for one minute. There is a possibility that calcium may flow from the hoses so dispose of this water.
7) Replace the filter cover, turn on the power and your machine is ready to use. 
8) Rinse any residue out of the CPU and dry it with a towel, then store it in the box.
IMPORTANT NOTE:  If the 0-ring or CPU cap becomes broken, please replace it immediately. With proper care, it is expected that you will be able to use the CPU for 3 years.
